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SAILING DIRECTIONS CORRECTIONS

PUB 153               10 Ed 2003                    NEW EDITION
    (NGA) 26/04

PUB 174               9 Ed 2004                      NEW EDITION
    (NGA) 26/04

COAST PILOT CORRECTIONS

COAST PILOT 2               33 Ed 2004          Change No. 7
                                                                    LAST NM 25/04
Page 134—Paragraph 2250, line 4; read:
can be done safely.

§165.152 Coast Guard Station Fire Island, Long Island,
New York–safety zone.

(a) Location.The following waters of Fire Island Inlet are
a safety zone: Beginning at a point on shore at

40˚37.523'N., 073˚15.685'W.; then north to
40˚37.593'N., 073˚15.719'W.; then east to
40˚37.612'N., 073˚15.664'W.; then east to
40˚37.630'N., 073˚15.610'W.; then east to
40˚37.641'N., 073˚15.558'W.; then southeast to
40˚37.630'N., 073˚15.475'W.; then southeast to
40˚37.625'N., 073˚15.369'W.; then southeast to
40˚37.627'N., 073˚15.318'W.; then southeast to point on

shore at 40˚37.565'N., 073˚15.346'W. All coordinates are
North American Datum 1983.
(b) Regulations. (1) The general regulations contained in

33 CFR §165.23 apply.
(2) All persons and vessels must comply with the Coast

Guard Captain of the Port or designated on-scene patrol
personnel. On-scene Coast Guard patrol personnel include
commissioned, warrant, and petty officers of the Coast
Guard on board Coast Guard, Coast Guard Auxiliary, and
local, state, and federal law enforcement vessels. Upon
being hailed by siren, radio, flashing light or other means
from a U.S. Coast Guard vessel or other vessel with on-
scene patrol personnel aboard, the operator of the vessel
shall proceed as directed.
(FR 5/11/04) 26/04

Page 393—Paragraph 240, lines 4 to 6; read:
November 2003, the controlling depths were 1.1 feet (3.5
feet at midchannel) to the breakwater; thence in 1991-2002,
2.2 feet at midchannel to the basin; thence in ...

(CL 87/04; BP 182391) 26/04

COAST PILOT 4               35 Ed 2003        Change No. 30
                                                                    LAST NM 24/04
Page 8—Paragraph 143, lines 14 to 16; read:
signals, and electronic aids.

(NOS/04) 26/04

Page 103—Paragraph 1237; read:
§117.937 [Suspended]

§117.T940 Stono River, mile 11.0 at Johns Island, SC.
The draw of the Maybank Highway Bridge shall open o

signal from 9 a.m. to 4 p.m. From 4 p.m. to 9 a.m. the bridg
will remain closed to navigation unless a 12-hour advan
notification is provided to the owner of the bridge at 843
830-9297. The draw shall open as soon as possible for
passage of tugs with tows, public vessels of the United Sta
and vessels in a situation where a delay would endanger
or property.

(FR 5/11/04) 26/04

Page 320—Paragraph 15, lines 11 to 13; read:
above the inlet. In March 2004, the reported controllin
depth was 5 feet over the bar and to the Intracoastal Wa
way; thence in 2001, 3.5 feet to ...

(10/04 CG5) 26/04

COAST PILOT 6               34 Ed 2004          Change No. 4
                                                                    LAST NM 25/0
Page 196—Paragraph 125, line 4; read:
October 2003, the controlling depth in the channel was ...

(BP 182155; CL 1773/03) 26/04

Page 262—Paragraph 531, lines 5 to 13; read:
mark the outer ends of the pier. In July 2003, the controllin
depth was 8.2 feet in the entrance channel and between
piers to the Monroe Street highway bridge (except for
shoal area which extends into the right half of the chann
just SE of the Port Clinton Yacht Club entrance). The cha
nel lakeward of the piers is subject to shoaling.

(BP 182111; CL 1761/03) 26/04

COAST PILOT 9               21 Ed 2003        Change No. 24
                                                                    LAST NM 25/0
Page 45—Paragraph 1, line 26; read:

     Schemes

Part 168     Escort Requirements for Certain Tankers
(33 CFR 168) 26/04

Page 45—Paragraph 3, line 2; read:
160, 161, 162, 164, 165, 166, 167, and 168);

(33 CFR 168) 26/04

Page 76—Paragraph 610 to Paragraph 611, line 1; read:
(2) For a vessel listed in paragraph (d)(3) of this sectio

(i) Approval to enter this area will not be granted to .
(33 CFR 161) 26/04

Page 76—Paragraphs 614 to 615; read:
(3) Paragraph (d)(2) of this section applies to-
II-2.1
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COAST PILOT 9 (Continued)
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(i) A vessel of 1,600 gross tons or more; and
(33 CFR 161) 26/04

Page 79—Paragraph 694, line 2; read:
U.S. shore.

(e) A tanker equipped with an integrated navigation sys-
tem, and complying with paragraph (d)(2) of this section,
may use the system with the auto pilot engaged while in the
areas described in paragraphs (d)(3) (i) and (ii) of this sec-
tion. The master shall provide, upon request, documentation
showing that the integrated navigation system-

(1) Can maintain a predetermined trackline with a cross
track error of less than 10 meters 95 percent of the time;

(2) Provides continuous position data accurate to with-
in 20 meters 95 percent of the time; and

(3) Has an immediate override control.
(33 CFR 164) 26/04

Page 82—Paragraph 790, line 5 to Paragraph 797; read:
the ground.

(33 CFR 164) 26/04

Page 85—Paragraph 861, line 2 to Paragraph 862; read:
that engages in towing on navigable waters of the U.S., in-
cluding Western rivers, the radar must meet-

(A) The requirements of the Federal Communications
Commission (FCC) specified by 47 CFR part 80; and

(B) RTCM Recommended Standards for Marine Radar
Equipment Installed on Ships of 300 Tons Gross Tonnage
and Upwards, RTCM Paper 191-93/SC112-X, Version 1.2
except the requirements for azimuth stabilization in para-
graph 3.10.
(iv) For a vessel of 300 tons gross tonnage or more that

engages in towing seaward of navigable waters of the U.S. or
more than three nautical miles from shore on the Great
Lakes, the radar must meet-

(A) The requirements of the FCC specified by 47 CFR
Part 80; and

(B) RTCM Recommended Standards for Marine Radar
Equipment Installed on Ships of 300 Tons Gross Tonnage
and Upwards, RTCM Paper 191-93/SC112-X, Version 1.2.
(v) A towing vessel with an existing radar must meet the

applicable requirements of paragraphs (a)(1) (i) through (iv)
of this section by August 2, 1998; except that a towing vessel
with an existing radar must meet the display and stabilization
requirements of paragraph (a)(1)(ii)(B) of this section by
August 2, 2001.

(33 CFR 164) 26/04

Page 85—Paragraph 884, line 2; read:
Geospatial-Intelligence Agency, or LNMs published by ...

(33 CFR 164) 26/04

COAST PILOT 9               21 Ed 2003        Change No. 25

Page 91—Paragraph 1000, line 3; read:
the permission of the Captain of the Port.

§165.T17–030 Port Valdez and Valdez Narrows, Valdez,

Alaska-security zones.
(a) The following areas are security zones–

(1) Trans-Alaska Pipelines (TAPS) Valdez Termin
complex (Terminal), Valdez, Alaska and TAPS Tank V
sels. All waters enclosed within a line beginning on th
southern shoreline of Port Valdez at 61˚04'25"N
146˚26'18"W.; thence northerly to yellow buoy a
61˚06'25"N., 146˚26'18"W.; thence east to the yellow buo
at 61˚06'25"N., 146˚26'18"W.; thence south t
61˚04'25"N., 146˚21'20"W.; thence west along the shor
line and including the area 2000 yards inland along t
shoreline to the beginning point. This security zon
encompasses all waters approximately 1 mile north, e
and west of the TAPS Terminal between Allison Cree
(61˚05'08"N., 146˚21'15"W.) and Sawmill Spit
(61˚05'08"N., 146˚26'19"W.).

(2) Tank Vessel Moving Security Zone. All waters with-
in 200 yards of any TAPS tank vessel maneuvering
approach, moor, unmoor or depart the TAPS Terminal
transiting, maneuvering, laying to or anchored within th
boundaries of the Captain of the Port, Prince William
Sound Zone described in 33 CFR 3.85–20(b).

(3) Valdez Narrows, Port Valdez, Valdez, Alaska. All
waters approximately 200 yards either side of the Vald
Narrows Tanker Optimum Track line bounded by a lin
beginning at 61˚05'15"N., 146˚37'18"W.; thence southwe
to 61˚04'00"N., 146˚39'52"W.; thence southerly t
61˚02'32.5"N., 146˚41'25"W.; thence northwest t
61˚02'40.5"N., 146˚41'47"W.; thence northeast
61˚04'07.5"N., 146˚40'15"W.; thence northeast
61˚05'22"N., 146˚37'38"W.; thence southeast back to t
starting point at 61˚05'15"N., 146˚37'18"W.

(i) The Valdez Narrows Tanker Optimum Track line
is a line commencing at 61˚05'23"N., 146˚37'22.5"W
thence southwesterly to 61˚04'03.2"N., 146˚40'03.2"W
thence southerly to 61˚03'00"N., 146˚41'12"W.

(ii) This security zone encompasses all waters with
approximately 200 yards on either side of the Valde
Narrows Optimum Track line.

(b) Regulations. (1) The general regulations governing
security zones contained in 33 CFR 165.33 apply.

(2) Tank vessels transiting directly to the TAPS term
nal complex, engaged in the movement of oil from the te
minal or fuel to the terminal, and vessels used to provi
assistance or support to the tank vessels directly transit
to the terminal, or to the terminal itself, and that hav
reported their movements to the Vessel Traffic Service,
required under 33 CFR part 161 and §165.1704, may op
ate as necessary to ensure safe passage of tank vesse
and from the terminal.

(3) All persons and vessels must comply with the in
structions of the Coast Guard Captain of the Port and t
designated on-scene patrol personnel. These person
comprise commissioned, warrant, and petty officers of t
Coast Guard. Upon being hailed by a vessel displaying
U.S. Coast Guard ensign by siren, radio, flashing light,
other means, the operator of the vessel must proceed
directed. Coast Guard Auxiliary and local or state agenc
may be present to inform vessel operators of the requi
II-2.2
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COAST PILOT 9 (Continued)
ments of this section and other applicable laws.
(FR 5/19/04) 26/04

Page 101—Paragraph 1265, line 1; read:
(b) Approaching humpback wales in Alaska-(1) ...
(50 CFR 224) 26/04

Page 136—Paragraph 246, lines 5 to 6; read:
bare rock is marked bySeal Rocks Light (60˚09'47"N.,
146˚50'18"W.), 48 feet (14.6 m) above the water and shown
from a ...

(LL/04) 26/04

Page 183—Paragraph 814, lines 5 to 6; read:
(59˚31'12"N., 149˚37'48"W.), 285 feet (86.9 m) above the
water, is shown from a skeleton tower with a diamond-
shaped red ...

(LL/04) 26/04

Page 209—Paragraph 1146, lines 3 to 4; read:
0.5 mile NW from Hesketh Island.Sixty Foot Rock Light
(59˚33'01"N., 151˚28'02"W.), 79 feet (24.1 m) above the
water, ...

(LL/04) 26/04

Page 233—Paragraph 1410, line 3; read:
docks, many commercial barge wharves, two floating docks
...

(CL 515/04) 26/04
II-2.3


